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hostname(config)# enable

hostname(config)# en

hostname(config)# configure 

terminal hostname(config)# conf t

hostname(config)# logging on  

hostname(config)# logging timestamp  

hostname(config)# no logging standby  

hostname(config)# no logging console  

hostname(config)# no logging monitor  

hostname(config)# no logging buffered debugging  

hostname(config)# logging trap debug  

hostname(config)# no logging history  

hostname(config)# logging facility <syslog server logging 

directory>  



hostname(config)# logging queue 512  

hostname(config)# logging host inside <syslog server ip 

address>  

logging facility 22 

syslog server ip address

debug



rsyslog.conf

messages.log

mkfifo /var/tmp/syspipe 

*.debug  /var/tmp/syspipe

*.debug  |/var/tmp/syspipe



service syslog restart 

kill -HUP `cat /var/run/syslog.pid´ 

/etc/rsyslog.conf



 

 





filename'yyyy-MM-dd'.log;



filename'%d,1,99,true'.log;



$ARCSIGHT_HOME\current\bin arcsight connectors

$ARCSIGHT_HOME\current\logs\agent.log

Ctrl+C



source

destination

Apr 20 17:54:51 151.174.6.33 Apr 20 2010 13:54:51: %ASA-6-

302014: Teardown TCP connection 227777586 for 

outside:98.136.152.54/80 to inside:172.27.191.13/2710 

duration 0:00:00 bytes 4699 TCP FINs 
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